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Sensor is used to measure temperature in 

interiors. It is suitable for air quality 

control systems, ventilation and heat 

recovery systems etc. 
 
 

 resistance temperature sensor 
output 

 maintenance during operation is 
not required 

 easy wall mounting 

 long life and stability 

 
 
Sensor is designed to measure temperature in 
interiors. Output of the resistance temperature sensor 
is available on separate terminals on the electronic 
board. 
 
NL-ECO-Tx allows you to effectively control ventilation 
based on the current air quality for minimizing power 
consumption. 
 
 
In the order it is necessary to use the order code 
according to the required resistance temperature 
sensor.  
 

 
 
 
 
 
 
 
 
 
 
 
Explanation of abbreviations and technical terms can 
be found on our website in the Glossary section. 
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Parameter Value Unit 

Measuring range  -10 to +60 °C 

Thermocouple type 
options 

Pt100 (3850) 
- tolerance class B/F0.3 

Pt1000 (3850) 
- tolerance class B/F0.3 

Ni1000 (6180) 
- tolerance class B 

Working temperature -10 to +60 °C 

Working humidity 
non condensing 

5 to 95 % RH 

Storage temperature -30 to +70 °C 

Expected lifetime min. 10 years 

Ingress protection IP20  

Dimensions 90x80x31 mm 

https://www.careforair.eu/en/technical-terms/

