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Sensor is used to measure temperature in 

interiors. It is suitable for air quality 

control systems, ventilation and heat 

recovery systems etc. 
 

 resistance temperature sensor output 

 maintenance during operation is 
not required 

 easy wall mounting 

 long life and stability 

 
Description 
 
Sensor is designed to measure temperature in interiors. 
Output of the resistance temperature sensor is available 
on separate terminals on the electronic board. 
NL-ECO-Tx allows you to effectively control 
ventilation based on the current air quality for 
minimizing power consumption.  
In the order it is necessary to use the order code 
according to the required resistance temperature 
sensor.  
 

 
Technical data  

 
 
 
 
 
 
 

 

 

 

 

 

 
 
 
 
Electronic board terminals 
 
Resistance sensor temperature output is available on 
NO – COM contacts. 
 

 
 
 
 
 
 
 
 
 
 
 
 
Explanation of abbreviations and technical terms can 
be found on our website in the Glossary section. 

Sensor type / order code Resistance sensor 

NL-ECO-T1 Pt100 (0°C = 100 Ω) 

NL-ECO-T2 Pt1000 (0°C = 1000 Ω) 

NL-ECO-T4 Ni1000 (0°C = 1000 Ω) 

Parameter Value Unit 

Measuring range  -10 to +60 °C 

Thermocouple type 
options 

Pt100 (3850) 
- tolerance class B/F0.3 

Pt1000 (3850) 
- tolerance class B/F0.3 

Ni1000 (6180) 
- tolerance class B 

Working temperature -10 to +60 °C 

Working humidity 
non condensing 

5 to 95 % RH 

Storage temperature -30 to +70 °C 

Expected lifetime min. 10 years 

Ingress protection IP20  

Dimensions 90x80x31 mm 

http://www.protronix.eu/en
http://www.careforair.eu/
https://www.careforair.eu/en/technical-terms/
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The producer reserves the right of technical changes in order to product improvements its properties and functions 

without previous notice. 

 

 
Sensor box disassembly 
 
Push on the two locks with a flat head screwdriver to 
release the upper part of the box. Then, tilt it in the 
indicated direction (see the picture below). 
 

 
 

Continue to move the upper part with all the 
electronics until it is separated from the lower part. 
 

 
 
Wall mounting 
 

 
 
 
 
 

 
Install the base of the box with terminals on the wall 
using screws and dowels (included in the package). 
Connect the wiring according to the description of the 
terminals. Place the lid with the electronics on the 
bottom hinges and tilt it to the base until the plastic 
locks on the top engage. 
 

 
Box color 
 

White - RAL9016. 
 

Way to use 
 

The product is intended for indoor use only. You can 
read the recommendations for sensor placement on 
our web pages. It is necessary to avoid severe 
mechanical shock of the sensor. 
 

Safety warning 
 

- The connection and operation of the product must 
be carried out by a professionally qualified person 
according to the procedures and information provided 
in this manual. 
- Comply with the given storage and operating 
conditions of the product. Failure to comply with 
these conditions may result in damage to the product 
and possibly loss of warranty. 
- Violent mechanical shocks to the sensor must be avoided. 
- In case of a defect, do not try to repair the product 
yourself; instead contact the supplier or the 
manufacturer directly. 
 

End of product life 
 

Discard the product in according to the electronic 
waste law and the EU directives. 
 

http://www.protronix.eu/en
http://www.careforair.eu/
https://www.careforair.eu/data/pdf/OST/an-placement-recommendations-en.pdf

